OUTLINE TOTALLY ENCLOSED FAN FILE NO:
COOLED,SQUIRREL CAGE
3—PHASE ROTOR CUSTOMER:
SUPER PREMIUM EFFICIENCY [PO. NO:
INDUCTION MOTOR IE4 SERIES ORDER NO:
SYN. TIME
OUTPUT | POLE | <ppmp VOLT. FREQ. | pimine | MODEL |FRAME NO.
2P S1 FSFC 250M
950 512 GREASE
INLET
M/GREASE INLET 1o 030
fe)
. 3 5 |
GREASE| 1 | | 1394 | 90]
OUTLET 349 168 FOR 406 8-024
387 p66~077 490 HOLES
450 GREASE OUTLET
16
B - *g BEARING NO : APPROX.
/ D.E 0.p.g | WEIGHT
M20x45L /| 955188 63137C3 | 63137C3 | 567ke
(4:1)
NOTE: 1. F CLASS INSULATION.
2. IP55.
Preliminary Drawing for Reference Only
CERTIFIED BY : DATE :
DESIGNED| J.Y. SU DWG. NO : AS—072876 | REV.
QD TATUNG
CHECKED C.P. SU [3RD ANGLE PROJECTION
APPROVED| C.P. SU DIMENSIONS IN mm
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