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SUPERMAX=0841 StVERE DUTY ALTERNATING CURRENT MOTORS

SQUIRREL—CAGE INDUCTION

ENCLOSURE: TOTALLY ENCLOSED COOLING: FAN COOLED
MOUNTING:  FOOT CAST IRON FRAME

FRAME 4477 /4497

54,35 -
LUBRICATING NIPPLE 20.41 ’
/ T 8.50 |
- ) ® 6.890 KEY. |
) | |
‘ 6.91 |
/ ©
9 | @ = 8
I - i ;| I e \~ -
| I — 88 %J . 8—0.81 DIA.
© | ° £ | HOLES
. M i o (o) (o) 0
\ | '\' L‘rl '\' | : F*
| L ; L I Qu i L
8.07 S5 ] 15.75 4.33
2000 2| 0875 g NPT3 1/2 9.00 9.00
25.00 7.50 S S | CONDUI 22.05
27.95

|
Afg

|

|

DIMENSIONS ~ ARE IN INCHES. | 3.375:8% DIA.
APPROXIMATE WEIGHT

200 HP, 4P, 2077LBS 150 HP, 6P, 2104LBS 21

250 HP, 4P, 2340LBS 200 HP, 6P, 2394LBS

300 HP, 4P, 2538LBS 250 HP, 6P, 265/LBS FRAME— CERTIFIED FOR-

DRIVE END BEARING 63207 /C3 ORDER— ITEM HP— RPM— PH- HZ- VOLTS—
OPPOSITE DRIVE END BEARING 63167 /C3 DR, BY _CCHOU

INTERNAL VOLUME OF CONDUIT BOX = 1185 CU , IN. TATUNG o s D‘SMHEENEST‘ON AS—0526047/

DATE  2016/08/09
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REF. SAS-012743
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