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Super—Max 841

ENCLOSURE: TOTALLY ENCLOSED

MOUNTING: FOOT WITH C—-FACE
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DIMENSIONS  ARE IN INCHES,
APPROXIMATE WEIGHT = 40HP, 2 P, -638 lb,

DRIVE END BEARING 6312C3
OPPOSITE DRIVE END BEARING 6312C3

INTERNAL VOLUME OF CONDUIT BOX=272.9 CU, IN

SQUIRREL—-CAGE INDUCTION

CAST IRON FRAME
FRAME 324T7SC

ALTERNATING CURRENT MOTORS

COOLING: FAN COOLED

17.75
14.37
45° 1 4-5/8"—11UNC
TAP
11.0 DIA.
€@)
o VA i
o| 88 7 _
ol 5| © 2
A . o O
500 . 0 © T
3 / 12.0
1 NPT 27 ° .10
¢ %% i CONDUIT
A 4— .66 DIA. 6.25 | 6.25
2% ‘1.875?%?1D|A0 HOLES 14 88
E;
10
FRAME- CERTIFIED FOR-
ORDER- ITEM HP- RPM- PH- HZ- VOLTS-
o e DIMENSION Rty
QTATUNG :° | 7 AS-081453




	Text1: 
	Text2: 
	Text4: 
	Text5: 
	Text6: 
	Text8: 
	Text9: 
	Text3: 
	Text7: 


