r TOTALLY ENCLOSED ,
OUTLINE PROJECT NO:

FAN COOLED

33— AS CUSTOMER:
3—PHASE SQUIRREL CAGE ROTOR PO. NO-

INDUCTION MOTOR ANTI-FRICTION BEARING ORDER NO:
SYN. TIME
OUTPUT | POLE | gppgp | VOLT. | FREQ |INSUL.| paTNc | MODEL |FRAME NO.
RPM. V. HZ
F CONT. | TIK=FCKW | N5810
4)
29.80 20.3
86.10
1475
| 3
<
M
L/ | [ NPT4"
491,10 HoLes — L/ 122 037
32.00
36.00 10.00] 15.50  0.75
J 41.85
2 SPARE HOLES 1 j\
(NOT USED FOR GENERAL MOUNTING) S
Ye)
~
$2.875
SHAFT END

Tolerance of shaft center height : +0.00 inch ~ —0.06 inch.
Tolerance of shaft end diameter : +0.00 inch ~ —0.001 inch.
For direct coupling.

Approximate weight = 6600 Ibs.

Drive end bearing: 6218C23.
Opposite drive end bearing: 6218C3.

)
)
4) Auxiliary terminal box is optional and dependent on specified accessories.
)
)

7) Direction of rotation : C.W (viewed from non—drive end).
Preliminary Drawing for Reference Only
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