TOTALLY ENCLOSED PROJECT NO:
OUTLINE FAN COOLED CUSTOMER:
3—PHASE SQUIRREL CAGE ROTOR | o = ™"
INDUCTION MOTOR| ANTI-FRICTION BEARING | jeoen no.
SYN. TIME
OUTPUT | POLE | gpRED VOLT. | FREQ |INSUL.| paTING | MODEL | FRAME NO.
RPM. V. HZ
F CONT. |TIK—FCKTW| N6810VP
Preliminary Drawing for Reference Only
37.8
$36.61 Aux.Terminal
Box (Option) 24.57 28.62
\ NPT4”
= (= | (=] E _"
: DR O
A 45e _l| ©
_ <
5 T
I <L >
i ’
= B 8—91.1HOLES
M| —
o 2 LIFTING LUG

VIEW FROM SHAFT END

(@]
L% o MOUNTED FACE OF FLANGE
< \LQ ‘
L ) | E— 0 | w——
SiERIE! S Ul
o © ©
‘ 34.646%0000 - 105
| 839.37 gt
<
Note: N 84,7535
1)For direct coupling |

2)Apporximate weight=12553Ibs
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Extra down thrust load shall
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)JAuxiliary terminal box is optional and dependent on specified
)Drive end bearing: 6226C3(lubrication: grease)

opposite drive end bearing: 7324B(lubrication: grease)
)
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not be allowed

Without nonreverse ratchet mechanism

accessories
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